HIGH PERFORMANCE SILL SYSTEM

Dependability, Efficiency,
Versatility and Style.

The Next Generation Can Am V2
High Performance Sill System

CAN AM V2

NOT ONLY DOES OUR SILL EXCEED YOUR PERFORMANCE NEEDS, IT DOES IT IN STYLE WITH ITS SLEEK
MODERN DESIGN. THE V2 IS AVAILABLE INSWING OR OUTSWING AND IN A CLEAR OR BLACK ANODIZED
FINISH, ELIMINATING SCRATCHES AND IMPERFECTIONS. THE V2 IS AVAILABLE IN VARIOUS SIZES AND
EXTENSIONS TO MEET YOUR NEEDS.

FEATURES

Meets or Exceeds Industry Standards

Hidden Adjustment Screws -Eliminate possible water infiltration
while providing a cleaner look. Optional screw caps for sill crown
adjustment screw and keeps the dirt out.

Smooth Rigid PVC / Thicker Aluminum -Smooth rigid PVC interior
eliminating the stapled bull nose, black crown to enhance performance.
Aluminum wall 20% thicker.

NO ROTTING
Eliminate Predrilling -One piece PVC composite sub sill with NO WARPING
incorporating interior bull nose eliminates predrilling at assembly. NO AIR/WATER
Sidelite Seat -New sidelite seat to simulate the door sill, INFILTRATION

operating panel/sidelite caps and a continuous sidelite. [\ [eR""[e]0]>]

No More Tape -6 13/16 box bumper sill no longer requires adhesive tape.
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PRODUCTS —— Proudly Canadian &
“Leading Through Innovation” All components of the V2 now manufactured In Canada

285 Vaughan Valley Blvd., Woodbridge ON, Canada L4H 3B5

P: 905.850.5352 | P:1.866.677.8311 | F:905.850.5071
www.doorcom.ca



